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PARTS SUBJECT TO CHANGE WITHOUT NOTICE.   

THIS INFORMATION IS FOR PART IDENTITY ONLY, IT IS NOT TO BE USED 
AS DISASSEMBLY OR ASSEMBLY INSTRUCTIONS.  
   
REPLACEMENT OF ARMATURE OR FIELD REQUIRES THE REPLACEMENT 
OF BRUSH MECHANISM.     

M116472-00

 Description                 Required           Part #

1 HOUSING  1  XL40-3766-4
2 SCREW  4  50-7971
3 CLAMP  2  XL10-5477
4 FAN  1  XL31297
5 COMM END BRACKET 1  XL20-6581
6 BRUSH MECHANISM  2  XL33392
7 LOAD SPRING  1  XL0-3528
7A DISC  1  XL0-6355
8 BALL BEARING  1  XL60-7609
9 SCREW  2  60-7952-6
10 ARMATURE  1  XL216472-00
11 FIELD  1  316472-00
12 BALL BEARING  1  XL60-7653
13 NEOPRENE WASHER  1  XL10-2481
14 FAN END BRACKET  1  XL20-6833-1
15 SPACER  1  30-2942
16 WASHER  1  30-2269
17 ROTATING FAN  1  FA425
18 SPACER  1  XL10-2977
19 STATIONARY FAN  1  XL31231
20 ROTATING FAN  1  FA425
21 FAN SHELL  1  XL30-3744
22 WASHER  1  40-2207
23 NUT  1  XL7491
24 CLIP  2  XL20-5110

5.7”/145mm diameter, 120V, 2-stage, bypass, ball/ball, tangential discharge


