Butterfly valves electric PVC-U

Butterfly valve type 140 PVC-U 100-230V
Without manual override

Model:

¢ Connecting dimension: ISO 7005 PN 10, EN 1092 PN 10, DIN 2501 PN 10,
ANSI/ASME B 16.5 Class 150, BS 1560: 1989, BS 4504, JIS B 2220

* Overall length according to EN 558, ISO 5752

* Voltage 100-230 V, 50-60 Hz

» Control time 15 s/90°<) EA31

¢ Control time 25s/90°<) EA42

* Control range 90°<)

* Actuator with integrated emergency manual override standard

¢ The dimension DN300 on request

d DN |Inch | PN | kv-value EPDM FPM
[mm] | [mm] (Ap=1 bar) | Code Code
[I/min]
63| 50 2| 10 1470|199 140 042 | 199 140 062
75| 65| 2%| 10 2200 | 199 140 043 | 199 140 063
90| 80 3| 10 3000 [ 199 140 044 | 199 140 064
110| 100 41 10 6500 | 199 140 045 | 199 140 065
140 | 125 5| 10 11500 | 199 140 046 | 199 140 066
160| 150| 6| 10 16600 | 199 140 047 | 199 140 067
225| 200 8| 10 39600 | 199 140 048 | 199 140 068
280| 250| 10| 6 55200 | 199 140 049 | 199 140 069
315| 300| 12| 4 80000 | 199 140 050 | 199 140 070
d Actuator D D1 D1 d2 |H H1 |H2 |H3 |L L1 L2 |Q1
[mm] unit type [mm] | min. max. [mm] | [mm] | [mm] |[[mm] |[mm] |[mm] |[mm] |[mm] | [mm]
[mm] | [mm]
63 | EA-31 191 120.0 | 125.0| 104 | 400| 77| 134| 188| 45| 122| 180| 40
75| EA-31 19| 139.7| 145.0| 115| 413| 83| 140| 188| 46| 122| 180| 54
90 | EA-31 19| 150.0| 160.0| 131| 428| 89| 146| 188| 49| 122| 180| 67
110 | EA-31 19| 175.0| 190.5| 161| 460| 104 | 167 | 188| 56| 122| 180| 88
140 | EA-31 231210.0|215.9| 187 | 487 | 117| 181| 188 | 64| 122| 180| 113
160 | EA-31 241241.3|241.3| 215| 508 | 130| 189| 188| 72| 122| 180| 139
225 | EA-42 23|290.0|295.0| 267 | 575| 158 | 210| 208 | 73| 122| 180| 178
280 | EA-42 25| 353.0|362.0| 329| 677| 205| 264 | 208 | 113 | 122| 180| 210
315 | EA-42 251400.0|432.0| 379| 721| 228| 285| 208 | 113| 122| 180| 256
d Q2
[mm] | [mm]
63
75| 35
90| 50
110 74
140| 97
160 | 123
225| 169
280 207
315| 253
L
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