BUTTERFLY VALVE ML SERIES

2°-12°“- 200 PSI (ﬁ]@ [kil._r@@)) Specifications: API-609

MSS SP-67
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1 ].
4 | 6
10 |
I B
5 Dead End
b Service to
Y ¥ 150 psi
- 7 P
: l 3 ¢
8
ol |
ITEM PARTS NAME MATERIAL
CAST IRON-ASTM A126 CLB
CAST IRON-EPOXY COATED
CAST IRON-NYLON COATED
1 BODY DUCTILE IRON-ASTM A536 A_', Al
DUCTILE IRON-EPOXY COATED (Liner)  esody)
DUCTILE IRON-NYLON COATED
NP DUCTILE IRON-ASTM A536
ALUMINUM BRONZE-ASTM B 148
2 DISC STAINLESS STEEL-ASTM A351 CF8M DIMENSIONS B PxTY 3 3 5 = 3 m >
NYLON COATED DUCTILE IRON ! . o 65 ® 100 125 150 20 0 0
EPOXY COATED DUCTILE IRON
INCHES 1.69 181 181 207 2419 218 238 269 3.06
3 BOTTOM  STAINLESS STEELTYPE 416 A (Body) o 29 #1480 25 B8 %6 803 683 780
STEM STAINLESS STEEL TYPE 316 (2) A Liner) INCHES 1.82 194 194 220 232 231 251 282 321
4 TOP STEM STAINLESS STEELTYPE 418 mm 46.1 491 491 558 58.8 58.7 63.6 s 820
STAINLESS STEEL TYPE 316 (2) B INCHES 550 6.00 625 700 753 800 938 10.19 12.06
5 TOPBEARING TIERMOSET POLYMER o e g e o
6 SEAL SR IO UL ) ¢ mn T8 w1 953 160 1%4 1413 1687 200 250
BUNA Dichondpiy 'NCHES 149 201 264 367 47Tt 566 772 970 1168
EPDM mm 78 5.1 671 932 1196 1438 1961 2464 2067
VITON Dinmsiony NCHES 028 044 069 106 150 194 284 369 450
VITON-GFLT mm MM 175 20 B 492 22 BT 1143
7 LINER HYPALON v INCHES 143 143 143 143 143 143 150 15 150
NEOPRENE BLACK-FDA mm 86 86 286 286 286 286 301 381 381
INCHES 081 0.8t 081 081 081 081 106 106 1.06
NEOPRENE WHITE-FDA & mm 206 26 206 206 206 208 70 270 270
TEFLON OVER BUNA(B0# WOG) " INCHES 035 035 035 040 040 044 053 071 074
8 ROLL PIN  STAINLESS STEEL mm 89 89 89 102 102 112 135 180 180
9 STEM SEAL EPDM,BUNA,VITON(1) J INCHES 050 050 050 056 056 062 075 100 100
LOWER mm 126 126 126 142 142 158 190 254 254
10* THERMOSET POLYMER K 4 4 4 4 4 4 6 6 6
BEARING L (e} INCHES 044 044 044 044 044 044 056 056 056
LEVER HANDLE mm Mmoo M4 M M 11 143 143 143
EPOXY COATED LEVER " INCHES 325 325 325 325 325 325 500 500 500
GEAR OPERATOR mm 826 828 826 826 a6 626 1210 1270 1210
GEAR OP W/ MEMORY STOP INCHES 044 044 044 044 044 044 050 050 050
11 OPERATOR T N mm 14 1.1 1M M 11 1.1 27 127 127
’ INCHES 475 550 6.00 750 850 050 1175 1425 17.00
ACTUATOR-AIR/AIR mm o 1207 1307 124 1905 2059 2413 285 320 4318
ACTUATOR-AIR/SPRING R 5/8-11 5/8-11 58-11 5/8-11 3/4-10 3/4-10 3/4-10 7/8-9 7/8-9
ACTUATOR-ELECTRIC S 4 4 4 8 8 8 8 12 12
ML_092600_MAT.XLS bilydr 03t Rev 5
(1) VITON O-RINGS ARE USED WITH HY PALON, NEOPRENE, AND TEFLON

LINERS,
(2) 316 STEM USED WIiTH CF8M DISC,

The information presented on this sheet is correct at the time of publication. Milwaukee Valve reserves the right to change
design, and/or material specifications without notice. For the Installation, Operation and Maintenance Manual (IOM) see the

engineering section on our website. For the most current information access www.milwaukeevalve.com w
MILWAUKEE VALVE
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VALVE SERIES BODY STYLE
C - C SERIES 1- LUG BODY

H- H SERIES (250 psi) 2- WAFER BODY
M - M SERIES

0 - O SERIES

U - U SERIES (50 psi)

2 3 4
OPERATOR BODY MATERIAL DISC MATERIAL

1- VALVE ONLY 2- CAST IRON* 2 - NICKEL PLATED DUCTILE IRON
2- LEVER HANDLE 3- DUCTILE IRON 3 - ALUMINUM/BRONZE
3 - GEAR OPERATOR 4 - CFBM(316) STAINLESS STEEL
5- GEAR W/MEMORY STOP  * MILWAUKEE VALVE RESERVES THE 7 - NYLON COATED DUCTILE IRON
9 - GEAR W/LOCKOUT RIGHT TO UPGRADE TO DI BODY 8 - EPOXY COATED DUCTILE IRON
N - BURIED SERVICE GEAR WITHOUT NOTICE FOR NO ADDITIONAL

OPERATION w/2" COST.

SQUARE NUT

C-SERIES IS AVAILABLE ONLY IN CAST IRON WAFER OR LUG BODY
WITH AL/BRZ DISC, EODM LINER, LEVER OR GEAR OPERATOR.

LINER MATERIAL

B - BUNA-N
E- EPDM
H- HYPALON
NB - FDA BLACK NEOPRENE
NW - FDA WHITE NEOPRENE
T - TEFLON (BUNA SUBSTITUTE)
(AVAILABLE W/SS DISC AND
STEM ONLY)
V-VITON

SPECIAL OPTIONS

$§ - 316 STEM W/AB OR NP DISC
A - EPOXY COATED BODY
AD - ASSEMBLE DRY
LF - LOW FRICTION (Consult Factory)



